










 
 
 

Aggre-flex Drainage™ EIFS 
• FAX 706-569-6704 

These drawings relay the conceptual conditions of Master Wall Inc. products & systems and are not the construction 
drawings.  Ultimately the design and detailing of an entire wall system is the responsibility of a professional.  These 
details will guide the design professional in the use of Master Wall Products.  Master Wall products are identified with 
Master Wall Inc. trade names, other materials shown are by others.  Master Wall Inc. disclaims design, warranty or 
construction intent or responsibility. 
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Aggre-flex  
Drainage EIFS 

5 Year Labor & Material Limited Warranty 
 
 

Master Wall Inc. warrants the properly designed and installed Aggre-flex Drainage Exterior Insulation and 
Finish System and materials for 5 years from the date of installation.  Master Wall Inc.’s exclusive liability 
under this warranty is to supply replacement materials and labor or corrective procedures, if it is shown 
that the materials supplied by Master Wall Inc., were defective when installed by the Master Wall Inc. 
certified applicator.  Remedies shall be solely determined by Master Wall Inc. and no other warranties 
are expressed or implied.  For a valid warranty, the system and products must be installed in accordance 
with Master Wall Inc.’s written recommendations, specifications, details, bulletins and other project-
specific written recommendations.  Master Wall Inc. must be notified in writing within 10 business days of 
the original discovery of the defect. 
 
Master Wall Inc., is not responsible for structural conditions, design conditions beyond those noted in our 
literature, architecture, engineering or workmanship of any project.  Drainage Systems are warranted to 
drain incidental water for the warranty period.  Materials must be properly stored and applied in a timely 
manner.  Workmanship, aesthetics and installation are beyond the scope of this warranty as are any 
deviations from Master Wall Inc. Documents not specifically approved in writing. 
 
Abuse, misuse, excessive weather or environmental conditions beyond what the products or systems 
have been tested, designed or approved for is expressly limited.  Certain colors with organic pigments 
are less fade-resistant than others.  The building, system and products must be properly maintained in 
accordance with Master Wall Inc., documents, local environmental conditions and good building 
practices.  In no case is Master Wall Inc. responsible for incidental and consequential damages. 
 

This warranty becomes effective only when all bills for the components of the system have been 
paid. 
 
Except as stated, Master Wall, Inc., expressly disclaims any warranty of merchantability or fitness 
for a particular purpose.  The above remedies are to be deemed exclusive. 
 
 
Project:   
 
Applicator: 
 
Warranty Date: 
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