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4. Sealants 

a. Sealants and backer rod, as required at expansion joints and dissimilar substrates, shall 
provide a complete watertight system. 

b. The sealants in an expansion joint, or any sealant joint that anticipates significant 
movement, shall be bonded to the base coat, not the finish coat. Providing reinforcing 
mesh is used, the color of the mesh shall not be visible and the texture of the mesh shall 
not be exposed within the base coat at these locations.  

5. Flashings 
a. Roof 

1) Crickets and step flashing shall be properly installed around chimneys. 
2) Flashing shall be installed at rooflines in a manner to prevent any intrusion of water 

behind the Uninsulated Finish System. This shall include the use of roof kick-out 
flashing at roof terminations. 

b. Openings 
1) Heads, jambs, and sills of all rough openings shall be treated in accordance with the 

designers’ requirements and per window manufacturer requirements in a manner to 
prevent any intrusion of water behind the Uninsulated Finish System. 

6. Penetrations 
a. All penetrations through the system such as hose bibs, dryer vents, lighting fixtures, air-

conditioning hoses, etc. must be properly sealed to insure the integrity of the system. 
 

B. Qualifications 
1. The Manufacturer shall have manufactured Uninsulated Finish System in the United States 

for at least 10 years. 
2. The Applicator shall be knowledgeable in the proper installation of the Uninsulated Finish 

System. 
3. The Applicator shall have demonstrated the ability to install the system on projects of similar 

size and complexity. 
4. The Manufacturer of the substrate shall have demonstrated the ability to manufacture the 

substrate for projects of similar size and complexity. 
5. The Applicator shall provide the proper equipment, manpower and supervision on the job site 

to install the system in compliance with project plans and specifications. 
6. The sealant contractor shall be experienced in the installation of high performance industrial 

and commercial sealants. 
7. Prior to the installation of the Master Wall Uninsulated Finish System, erect sample wall 

mock-up using materials and joint details required for final work. Provide special features as 
directed for sealant and contiguous work. Build mock-up at the site where directed of full 
thickness, indicating the proposed color, texture, and workmanship to be expected in the 
completed work. Obtain architect’s acceptance of the mock-up in regard to aesthetic quality 
before start of work. Retain mock-up during construction as a standard for judging completed 
work. Do not alter, move, or destroy mock-up until work is completed, and until final 
acceptance of the project by architect. 
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1.05 SUBMITTALS 

A. The Applicator shall submit a list of completed projects of like size and complexity. 
B. The Applicator shall submit a certificate of training indicating that they have been given 

instructions on the proper installation of the Uninsulated Finish System. 
C. The Applicator shall submit Uninsulated Finish System Manufacturer’s current literature, data 

sheets, brochures, and specifications. 
D. The Applicator shall submit sufficient samples of each finish texture and color selected. The 

samples shall be prepared with the same tools and techniques required for the actual project. 
Color and texture should be approved based on the job site mock-up samples. 

E. The Applicator shall provide any shop drawings that may be applicable to the project for approval 
by the project architect. 

 
1.06 DELIVERY, STORAGE AND HANDLING 

A. Deliver all materials in original unopened packages with labels intact. Verify all quantities, colors, 
and textures against bill of lading. 

B. Store all materials protected from direct exposure to weather conditions and at temperatures not 
less than 40° F (4° C) or greater than 110° F (43° C). 

C. Material safety data sheets (MSDS) shall be supplied for the components of the Uninsulated 
Finish System and be available at the job site. 

 
1.07 JOB CONDITIONS 

A. Ambient air temperatures shall be 40° F (4° C) or greater and rising at the time of installation of 
the Master Wall Inc. products and shall remain at 40° F (4° C) or greater for at least 24 hours 
after application. 

B. Provide supplemental heat and protection as required when the temperature and conditions are 
not in accordance with installation requirements. Sufficient ventilation and time shall be provided 
to ensure that materials have sufficiently dried prior to removing supplemental heat. 

C. Adequate protection shall be provided to prevent weather conditions (humidity, temperature, and 
precipitation) from having an affect on the curing or drying time of Master Wall Inc. materials. 

D. Adjacent materials and the Uninsulated Finish System shall be protected during installation and 
while curing from weather and shall be protected from site damage. 

E. Coordinate installation of the Master Wall Uninsulated Finish System with related work specified 
in other sections to ensure that the wall assembly is protected to prevent water from getting 
behind the Uninsulated Finish System. The cap flashing shall be installed as soon as possible 
after the finish coat has been applied. When this is not possible, temporary protection shall be 
provided immediately in this area. 

F. All sealants shall be installed in a timely manner. Protect open joints from water intrusion during 
construction with backer rod, or temporary covering, until permanently sealed. 

G. Sufficient manpower and equipment shall be employed to ensure a continuous operation, free of 
cold joints, scaffolding lines, texture variations, etc. 
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1.08  REPAIR AND MAINTENANCE 

A. Refer to Master Wall Inc. specific repair and maintenance procedures. 
B. Sealants and flashings shall be inspected annually to verify that the products are not allowing 

water intrusion behind the Uninsulated Finish System. If sealant and/or flashings are allowing 
water intrusion behind the Uninsulated Finish System, repairs should be made immediately. 

 
1.09  LIMITED MATERIALS WARRANTY 

A. A Limited Materials Warranty shall be issued upon the receipt of a properly completed warranty 
request form. 

 
PART 2 PRODUCTS 
 
2.01 GENERAL 

A. All components of the Master Wall Uninsulated Finish System shall be obtained from Master 
Wall Inc. or its authorized distributors. No substitutions of, or additions of, other materials shall 
be submitted without prior written permission from Master Wall Inc. Substitutions or additions 
will void the warranty. 

 
2.02 MATERIALS 

A. Bonding Agent (as needed) 
1. BA57 – An acrylic emulsion that is applied to approved substrates that are properly 

prepared to equalize the absorption and/or enhance the bond of the coatings. 
 

B. Reinforcing Mesh (optional) 
1. Standard Mesh – nominal 4.5 oz./sq. yd. open weave glass fiber fabric, treated for alkaline 

resistance and compatibility with Master Wall Base Coats, and conforming to ASTM D-76, 
D-579, D-5035, and MIL-Y-1140. 

 
C. Base Coats 

1. F & M Plus (preferred): An acrylic-based product mixed one-to-one by weight with Portland 
cement designed for use over an approved substrate. (F & M Plus is recommended for use 
as the base coat in the Master Wall Uninsulated Finish System when substrates require 
leveling.) 

2. Foam & Mesh (F&M) Adhesive: An acrylic-based product mixed one-to-one by weight with 
Portland cement designed for use over an approved substrate. 

3. Bagged Base Coat (MBB): A polymer based cementitious product mixed with 5 to 6 quarts 
of water for use over an approved substrate. 

 
D. Water Resistant Base Coat  

1. Guardian – An acrylic-based product mixed one-to-one by weight with Portland cement for 
use over an approved substrate. (This product should be used as designated on the 
construction drawings where additional resistance to moisture is needed, i.e. sloped 
surfaces.) 
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E. Finish: Master Wall Inc.’s “Superior” Finishes are acrylic-based wall coatings available in a 

variety of colors and textures. The following textures are available: 
1. Perfect - riled texture 
2. Spray – sand type texture 
3. R-Coarse – coarse riled texture 
4. Desert Sand – coarse sand texture 
5. Refinish – fine texture used to create numerous finishes 
6. Superior Stone & Aggrestone Finishes – clear acrylic matrix filled with colored ceramic 

beads 
 

Note: The above textures excluding Superior Stone & Aggrestone Finishes are also available in 
the Aggre-flex Superior Silicone Coat product line, the Superior Elastomeric Coat product line, 
and the Aggre-flex Superior Excel Finish Coat product line. Superior Silicone Coat combines 
acrylic and the siloxane polymers to provide the maximum resistance to moisture. Superior 
Elastomeric Coat utilizes elastomeric polymers to enable the finishes to bridge minor cracking. 
Superior Excel Finish Coat provides additional protection from mildew and algae. 

 
F. Water: Shall be clear, clean and potable without any foreign matter in the solution that may 

affect the color and setting qualities of the cement, base or finish coat. 
 

G. Cement: Type I or I-II Portland cement meeting ASTM C-150. 
 

H. Sealants Systems (waterproofing trades):  Reference sealant specification (Section 07920) and 
Master Wall sealant recommendations (Technical Bulletin MW-131-050101) for acceptable 
sealants. 

 
 
PART 3 EXECUTION  
 
3.01 EXAMINATION 

A. Prior to installation of the Uninsulated Finish (UF) System, the contractor shall verify that the 
substrate: 

1. Is of a type listed in Section 1.04.C.1. 
2. 3. Is flat within 6.4 mm (1/4 in) in a 3.05 m (10 ft) radius. 
3. Is sound, dry, connections are tight, has no surface voids, projections or other conditions 
that may interfere with the Uninsulated Finish (UF) System installation or performance. 
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B. Prior to the installation of the Uninsulated Finish (UF) System, the architect or general contractor 
shall insure that all needed flashings and other waterproofing details have been completed, if such 
completion is required prior to the Uninsulated Finish (UF) application.  Additionally, the Contractor 
shall ensure that: 

1. Metal roof flashing has been installed in accordance with Asphalt Roofing Manufacturers 
Association (ARMA) Standards. 
2. Openings are flashed as necessary to prevent water penetration. 
3. Chimneys, Balconies, and Decks have been properly flashed. 
4. Windows, Doors, etc. are installed and flashed per manufacturer's requirements. 

 
C. Prior to the installation of the Uninsulated Finish (UF) System, the contractor shall notify the 
general contractor, and/or architect, and/or owner of all discrepancies. 

 
3.02 PREPARATION 

A. The Uninsulated Finish (UF) materials shall be protected by permanent or temporary means 
from inclement weather and other sources of damage prior to, during, and following application 
until completely dry. 
B. Protect adjoining work and property during Uninsulated Finish (UF) installation.  
C. The substrate shall be prepared as to be free of foreign materials, such as, oil, dust, dirt, form 
release agents, efflorescence, paint, wax, water repellents, moisture, frost and any other condition 
that inhibit adhesion. 

 
3.03 INSTALLATION 

A. The system shall be installed in accordance with the current Master Wall Inc. Uninsulated Finish 
(UF) System Application Instructions. 
B. The overall minimum base coat thickness shall be sufficient to fully embed the mesh.   
C. Sealant shall not be applied directly to textured finishes. 
D. When installing the Uninsulated Finish (UF) System, adhere according to Master Wall Inc. and 
local requirements. 
E. High impact meshes shall be installed as specified at ground level, high traffic areas and other 
areas exposed to or susceptible to impact damage. 

 
3.04 FIELD QUALITY CONTROL 

A. The contractor shall be responsible for the proper application of the Uninsulated Finish (UF) 
materials. 
B. Master Wall Inc. assumes no responsibility for on-site inspections or application of its products. 
C. If required, the contractor shall certify in writing the quality of work performed relative to the 
substrate system, details, installation procedures, workmanship and as to the specific products 
used. 
D. If required, the sealant contractor shall certify in writing that the sealant application is in 
accordance with the sealant manufacturer’s and Master Wall Inc.’s recommendations. 
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3.05 CLEANING 

A. All excess Uninsulated Finish (UF) System materials shall be removed from the job site by the 
contractor in accordance with contract provisions and as required by applicable law. 
B. All surrounding areas, where the Uninsulated Finish (UF) System has been installed, shall be 
left free of debris and foreign substances resulting from the contractor’s work. 

 
3.06 PROTECTION 

A. The Uninsulated Finish (UF) System shall be protected from inclement weather and other 
sources of damage until dry and permanent protection in the form of flashings, sealants, etc. are 
installed. 

 
 
Disclaimer 
This Specification is published for general informational purposes only and is not intended to imply that these are the 
only materials, procedures, or methods, which are available or suitable. Materials, procedures, or methods may vary 
according to the particular circumstances, local building code requirements, design conditions, or statutory and 
regulatory requirements. While the information in this specification is believed to be accurate and reliable, it is 
presented without guarantee or responsibility on the part of Master Wall Inc. 
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These drawings relay the conceptual conditions of Master Wall Systems and are not the construction drawings.  
Ultimately the design and detailing of an entire wall system is the responsibility of a professional.  These details will 
guide the design professional in the use of Master Wall Products.  Master Wall disclaims design, warranty or 
construction intent or responsibility. 
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5 Year Labor & Material Limited Warranty 
 

Master Wall Inc. warrants the properly designed and installed Uninsulated Finish (UF) System and 
materials for 5 years from the date of installation.  Master Wall Inc.’s exclusive liability under this 
warranty is to supply replacement materials and labor or corrective procedures, if it is shown that the 
materials supplied by Master Wall Inc., were defective when installed by the Master Wall Inc. certified 
applicator.  Remedies shall be solely determined by Master Wall Inc. and no other warranties are 
expressed or implied.  For a valid warranty, the system and products must be installed in accordance 
with Master Wall Inc.’s written recommendations, specifications, details, bulletins and other project-
specific written recommendations.  Master Wall Inc. must be notified in writing within 10 business days of 
the original discovery of the defect. 
 
Master Wall Inc., is not responsible for structural conditions, design conditions beyond those noted in our 
literature, architecture, engineering or workmanship of any project.  The Uninsulated Finish 
coatings/systems may have hairline cracks, spalling, fastener popping or efflorescence, which are not 
considered product defects. Materials must be properly stored and applied in a timely manner.  
Workmanship, aesthetics and installation are beyond the scope of this warranty as are any deviations 
from Master Wall Inc. Documents not specifically approved in writing. 
 
Abuse, misuse, excessive weather or environmental conditions beyond what the products or systems 
have been tested, designed or approved for is expressly limited.  Certain colors with organic pigments 
are less fade-resistant than others.  The building, system and products must be properly maintained in 
accordance with Master Wall Inc., documents, local environmental conditions and good building 
practices.  In no case is Master Wall Inc. responsible for incidental and consequential damages. 
 
This warranty becomes effective only when all bills for the components of the system have been 
paid. 
 
Except as stated, Master Wall, Inc., expressly disclaims any warranty of merchantability or fitness 
for a particular purpose.  The above remedies are to be deemed exclusive. 
 
 
Project:   
 
Applicator: 
 
Warranty Date: 

sample




